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The following conditions must be observed.

POLYSITE® 

Reference

Maximum  
recommended  
flow rate (ml/s)  

with 25 cm  
catheter

Maximum  
recommended  

pressure  
(CT scan function)

Viscosity (cP) /  
maximum  

recommended Iodine 
concentration (mgI/mL)  

in contrast media

Recommended  
diameter  

of angled needle 
 (Gauge)

M

I

C

r

O

2005

1

325 psi
or

22,4 bars

6cP
i.e. 300 mgI/mL

(e.g.: 
Xenetix® 300,
pre-warmed  
to 37°C)*

20G  

or  

22G

2005 ISP, 2005 ECHO

2105, 2105 ISP, 2105 ECHO

2016, 2016 ISP, 2016 ECHO

32116

2116 ISP, 2116 ECHO

2007

3
2007 ISP, 2007 ECHO

2107

2107 ISP, 2107 ECHO

M

I

N

I

3007

3

10cP
i.e. 350 mgI/mL

(e.g.:  
Xenetix® 350,
pre-warmed  
to 37°C)*

19G  

or  

20G

3007 IS, 3007 ISP, 3007 ECHO

3107

3107 IS, 3107 ISP, 3107 ECHO

3017

3
3017 ISP, 3017 ECHO

3117

3117 ISP, 3117 ECHO

3008

5
3008 IS, 3008 ISP, 3008 ECHO

3108

3108 IS, 3108 ISP, 3108 ECHO

S

T

a

N

d

a

r

d

4017

5
4017 ISP, 4017 ECHO

4117

4117 ISP, 4117 ECHO

4008

5
4008 ISP, 4008 ECHO

4108

4108 ISP, 4108 ECHO

h
a
U
T

d
É
B
I
T

4019

5
4019 ISP, 4019 ECHO

4119

4119 ISP, 4119 ECHO

40010

5
40010 ISP, 40010 ECHO

41010

41010 ISP, 41010 ECHO

* Xenetix® is a registered trade mark of Guerbet Laboratories.

All these references obtained the CE Mark for the use of high flow injection of contrast media during CT procedures (compatible with high pressure injectors, cf Chapter VII/B from the instruction of use).

 CE MARkED


